Public Notice

Applicant: Date:
Gernatt Asphalt Products, Incorporated Published: February 27, 2003

Expires: March 28, 2003

U.S. Army Corps
of Engineers In Reply Refer To:
Buffalo District CELRB-TD-R RE: 2002- 02069(0) Section: NY 404

Application for Pernmt under Authority of
Section 404 of the Cean Water Act (33 U.S.C. 1344).

Gernatt Asphalt Products, Inc., Taylor-Hollow Road, P.QO Box 400,
Col l'ins, New York, 14034, has requested a Departnent of the Arny
perm t to culvert a portion of Porter Creek during the expansion of
their gravel mning operation at Horton Road, in the Town of G eat
Val | ey, Cattaraugus County, New YorKk.

The project consists of the foll ow ng:

a. Approximately 650 linear feet of Porter Creek will be placed in
two 36-inch culverts to carry water under the new processing area.
This highly disturbed section presently runs through a barren area
with no topsoil |ocated between the Wwodmancy and Lindell gravel
m nes, both of which are permtted. An additional approximtely 30
linear feet of the creek will be inpacted by the excavation for and
pl acenent of a stone apron at the downstream end of the cul vert pipes.
The remai ni ng downstream section of the creek will be left intact;
this section possesses a well-vegetated riparian corridor and exhibits
sinuosity, a well-defined bed and banks, and sone | ower end braiding
prior to enptying into Geat Valley Creek.

b. FErosion control structures will be constructed at the foot of the
exi sting culvert under Horton Road to minimze erosion in NYSDEC
Stream Pa. 5325-5-2. This non-flow ng remant stream bed exhibits a
trapezoi dal shape and hol ds stagnant water after mmjor stormevents.
The channel is discontinuous, exhibits no consistent ordinary high
water |ine, and possesses an uphill gradient within a few hundred feet
after it crosses Horton Road. Based on these field observations nmade
during a site visit on Cctober 2, 2002, this remmant does not neet the
definition of a water of the United States and is not jurisdictional
under Section 404 of the C ean Water Act.

c. An elevated conveyor systemto transport materials and water wll
be installed over Great Valley Creek. None of the supporting piers
will be installed below ordinary high water or in wetlands.



Therefore, this systemis not subject to Departnent of the Arny
jurisdiction.

d. As mtigation for the proposed inpacts to Porter Creek, the
appl i cant proposes to inprove habitat in and along Geat Valley Creek
in the stretch between the excavation area and the proposed new
processing and stockpile area. This inprovenent will consist of

pl anting clunps of native trees al ong exposed sections of the stream
banks to provide shade and habitat. In addition, in the process of
conpl eting the excavation of the east |ake in the excavation area, the
applicant will create nore than a mle of shallow water shoreline
habitat (the "shelf" configuration) which is expected to attract a
variety of aquatic and anphi bi ous species. No further details have
been provi ded about the habitat inprovenent |ocations.

The purpose of the project is to access and expand two exi sting gravel
mnes on the far side of Geat Valley Creek to furnish econom cal and
| ocally avail able building materials for road construction.

Locati on and details of the above descri bed work are shown on the
attached maps and draw ngs.

Questions pertaining to the work described in this notice should be
directed to Elizabeth W Stone, who can be contacted by calling (716)
879-4363, or by e-mail at: elizabeth.w stone@sace. arny. m |

The following authorization(s) may be required for this project:

Water Quality Certification (or waiver thereof) from the New York State Department of Environmental
Conservation.

There are no registered historic properties or properties listed as being eligible for inclusion in the National Register of
Historic Places that will be affected by this project.

In addition, available evidence indicates that the proposed work will not affect a species proposed or designated by the U.S.
Department of the Interior as threatened or endangered, nor will it affect the critical habitat of any such species.

This notice is promulgated in accordance with Title 33, Code of Federal Regulations, parts 320-330. Any interested party
desiring to comment on the work described herein may do so by submitting their comments, in writing, so that they are
received no later than 4:30 pm on the expiration date of this notice.

Comments should be sent to the U. S. Army Corps of Engineers, 1776 Niagara Street, Buffalo, New York 14207 3199,
and should be marked to the attention of Elizabeth W. Stone, or by e-mail at: elizabeth.w.stone@usace.army.mil. A lack
of response will be interpreted as meaning that there is no objection to the work as proposed.

Comments submitted in response to this notice will be fully considered during the public interest review for this permit
application. All written comments will be made a part of the administrative record which is available to the public under
the Freedom of Information Act. The Administrative Record, or portions thereof may also be posted on a Corps of
Engineers internet web site. Due to resource limitations, this office will normally not acknowledge the receipt of
comments or respond to individual letters of comment.

Any individual may request a public hearing by submitting their written request, stating the specific reasons for holding a
hearing, in the same manner and time period as other comments.

Public hearings for the purposes of the Corps permit program will be held when the District Commander determines he
can obtain additional information, not available in written comments, that will aid him in the decision making process for
this application. A Corps hearing is not a source of information for the general public, nor a forum for the resolution of
issues or conflicting points of view (witnesses are not sworn and cross examination is prohibited). Hearings will not be



held to obtain information on issues unrelated to the work requiring a permit, such as property ownership, neighbor
disputes, or the behavior or actions of the public or applicant on upland property not regulated by the Department of the
Army. Information obtained from a public hearing is given no greater weight than that obtained from written comments.
Therefore, you should not fail to make timely written comments because a hearing might be held.

The decision to approve or deny this permit request will be based on an evaluation of the probable impact, including
cumulative impacts of the proposed activity on the public interest. That decision will reflect the national concern for both
protection and utilization of important resources. The benefits which reasonably may be expected to accrue from the
proposal must be balanced against its reasonably foreseeable detriments. All factors which may be relevant to the proposal
will be considered including the cumulative effects thereof; among these are conservation, economics, aesthetics, general
environmental concerns, wetlands, historic properties, fish and wildlife values, flood hazards, flood plain values, land use,
navigation, shoreline erosion and accretion, recreation, water supply and conservation, water quality, energy needs,

safety, food and fiber production, mineral needs, considerations of property ownership, and in general, the needs and
welfare of the people.

The Corps of Engineers is soliciting comments from the public; Federal, state and local agencies and officials; Indian
Tribes; and other interested parties in order to consider and evaluate the impacts of this proposed activity. Any comments
received will be considered by the Corps of Engineers to determine whether to issue, modify, condition or deny a permit
for this proposal. To make this decision, comments are used to assess impacts on endangered species, historic properties,
water quality, general environmental effects, and the other public interest factors listed above. Comments are used in the
preparation of an Environmental Assessment and/or an Environmental Impact Statement pursuant to the National
Environmental Policy Act. Comments are also used to determine the need for a public hearing and to determine the
overall public interest of the proposed activity.

Paul G Leuchner

Chi ef, Regul atory Branch

NOTI CE TO POSTMASTER: It is requested that this notice be posted
continuously and conspi cuously for 30 days fromthe date of issuance.



BASE MAP TAKEN FROM 7.5 MINUTE SERIES
QUADRANGLE SALAMANCA, NEW YORK 1961.
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GERNATT ASPHALT PRODUCTS, INC.
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x Sheet 6 of 10 CULVERT PROFILE BUFFALO, NY 14214 FAX: (716) 8348934
i Shee

CATTARAUGUS COUNTY NEW YORK FIGURE




GERNATT ASPHALT PRODUCTS, INC.
D/A Processing No. 2002-02069(0)

Caittaraugus County, New York
|| Quad: SALAMANCA

Sheet 7 of 10 STONE APRON DETAILS
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WOVEN SILT FENCING

EMBEDDED FILTER FABRIC

SILT FENCE CONSTRUCTION NOTES:

1. Woven silt fencing o be fastened securely to fence stake with
ties or staples,

2. Filter cioth to be fastened securely 10 woven wire fence wiih lies
spaced every 24" at top and mid section.

3. When two sections of sill fence adjoin aach other they shall be
overlapped by six inches and folded,

4. Maintenance shail be perdormed as needed and material removed
when “buiges” develop in the silt fence.

FLOW

EXISTING GRADE

w SECTION THRU SWALE

SCALE:N.TS,

o

38" MINIMUM FENCE STAKE
DRIVEN TO A MINIMUM DEPTH
OF 18*

UNDISTRUBED GROUND

16" MiN,

4

POSTS: Steel sither *T" or "ur
type or 2 hardwood
FENCE: Woven wite. 14§ ga.
6" max. mesh opening
FILTER CLOTH: Mirafi 100X or
approved equivalent
PREFABRICATED UNIT: Envirolence
Of approved equivalent

PERIMETER DIKE/SWALE CONSTRUCTION NOTES:

1. All perimeter dikes/swaies shall have unintermupted posilive grade to an outlet.
2. Diverted runoff from a disturbed area shall be conveyed 1o & sediment
trapping device.
Diverted runoff from an undisturbed area shalf cutlet into an undisturbed
stabilized area at non-erosion velocity.
. The swaie shail be excavaled or shaped to fine, grade, and cross section

as required to mest the criteria spacified in the standard,
Stabilization of the ares disturb by!hcdikeandswa’ashaubemm

with the st and ion for seed and straw

mulch, and shall be done within 10 days.

Periodic inspection and required maintenance must be provided after
each rain event,

3.

>

@®

/REBAR OR WOODEN STAKE

@

FLow

-

~

Each bale shail be

QT

4° MIN

SECTION THRU BALES

SCALEIN.TS,

HAY BALE CONSTRUCTION NOTES:

. Bales shall be placed at the
ends tightly abutting the adjacent bales.

08 of on the contour and in a row with

in the soil a

3.
aR— re-bars driven through
. driven toway
4. Inspection
promplly as needed.
5. Bales shall ba removed when the
not to block or impede storm fiow
53
\/
e
B

—

50 the bindings are horizontal,
Bales shall be securely anchored in Place by either two siakes or

of 4 inches, and placed

the bale. The first stake in sach bale shalt be

rd the previously laid bale at 3n angle to force the bales
together. Stakes shall be driven flush with the bale,

shall be frequent and fepair replacement shall be made

¥ have served their usefuiness so as
of drainage.

Cattaraugus County, New York
Quad: SALAMANCA
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